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HCPL-7720 Détails du produit




	
	
Description
Available in either an 8-pin DIP or SO-8 package style respectively, the HCPL-772X or HCPL-072X optocouplers utilize the latest CMOS IC technology to achieve out standing performance with very low power consumption. The HCPL-772X/072X require only two bypass capacitors for complete CMOS compatability.
Features
•  +5 V CMOS compatibility
•  20 ns maximum prop. delay skew
•  High speed: 25 MBd
•  40 ns max. prop. delay
•  10 kV/µs minimum common mode rejection
•  –40 to 85°C temperature range
•  Safety and regulatory approvals  
   UL recognized
     – 3750 Vrmsfor 1 min. per UL 1577
     – 5000 Vrmsfor 1 min. per UL 1577(for HCPL-772X option 020)
  CSA component acceptance notice #5
  IEC/EN/DIN EN 60747-5-5   
    – VIORM= 630 Vpeakfor HCPL-772X option 060
    – VIORM= 567 Vpeakfor HCPL-072X option 060

Applications
•  Digital fieldbus isolation: CC-Link, DeviceNet, Profibus, SDS
•  AC plasma display panel level shifting
•  Multiplexed data transmission
•  Computer peripheral interface
•  Microprocessor system interface














   








	Numéro de pièce similaire - HCPL-7720



	
	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL-7720
	


305Kb / 18P	   40 ns Propagation Delay CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-7720
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler High speed: 25 MBd

	

Broadcom Corporation.	
HCPL-7720
	


101Kb / 2P	   Optocoupler Option 020 for 5000 V rms/1 Minute Requirement

	
HCPL-7720
	


903Kb / 21P	   40-ns Propagation Delay, CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-7720-000E
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler
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	Description similaire - HCPL-7720



	
	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-7721-520
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	

Broadcom Corporation.	
HCPL-0720
	


903Kb / 21P	   40-ns Propagation Delay, CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-0720-500E
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	

Agilent(Hewlett-Packard...	
HCPL-7710
	


454Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-7710-000E
	


305Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	

Agilent(Hewlett-Packard...	
HCPL-7720
	


305Kb / 18P	   40 ns Propagation Delay CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-7721-000E
	


306Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	
HCPL-0720
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler High speed: 25 MBd

	
HCPL-7710
	


332Kb / 17P	   40 ns Propagation Delay, CMOS Optocoupler 8 ns maximum pulse width distortion

	
ACPL-P343
	


283Kb / 20P	   200 ns maximum propagation delay
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